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Questions and Answers 
Vinita Drainage Project 
March 24th, 2026

1.  Is the Tensar grid reinforcement required beneath the ODOT base as shown in Figure 6 – Asphalt Pavement Section on Sheet CS501?
A. Yes, it is beneath the gravel. To be installed as shown in detail 4/CS501. If gravel section is installed, then asphalt is on top of that section. Gravel is the base bid. The asphalt on top of the gravel is the alternate.
2.  Is perimeter fencing required for the entire site? 
A. Perimeter fencing is not required. If the contractor wishes to perimeter fence the area they can at their cost.  Open ditches or trenches will require fencing to keep people from falling into them

3. Does the detention pond area need to be seeded, sodded, or left bare? 
A. Sod
4. Is the contractor or owner responsible for construction surveying and grade staking? 
	A. Contractor is responsible for construction survey and grade staking.  We can provide if necessary, a benchmark elevation and location.
5. Will the concrete require cylinder testing, and if so, who is responsible for providing and paying for the testing? 
	A. Contractor is responsible for all material testing.

6. What is the required PSI for the flume concrete? 
A. 3,000 psi, ODOT Class “A”
7. Is the contractor responsible for implementing the SWP3 plan, or will this be handled by the owner?
A.  Contractor
8. Who is responsible for compaction testing? 
	A. Contractor is responsible for all material testing.
9. Can the material excavated from the high end of the parking pad and the detention pond be reused to build up the lower end of the parking area, provided it meets compaction requirements, or is import of new material required?
A. Do not used excavated materials
10.  The City has indicated that the closest water source is the fire station hydrant. This would require transporting water a significantly greater distance compared to having an on-site source, as well as using a water truck and hoses to establish and maintain the new sod, which is not efficient and would result in significantly higher costs. Please confirm that this is the only available option and that there is no closer water source that would allow for a temporary irrigation setup.
A. Contractor responsible 
11. The concrete quantities on Sheet CS501 do not indicate any reinforcing steel. Please confirm whether rebar is required for the curb and/or the concrete entrance sections.
	A. No reinforcing required per civil. 
12. Is there a GEO report done? Or will there be? 
      	A.  No Geotech per Owners request
13. Is there a total of sod square footage or will it be just based off of ground disturbed? 
	A. Based on disturbed area and areas indicated on drawings.
14. Will the sod go all the way to the Walmart parking lot or just to the property line shown on the plans? 
                  A. To property line unless area past the property line is disturbed. Contractor to notify owners representative (Jesse Gates) immediately if area is disturbed.  
15. Will we need to final grade the ground to the Walmart parking lot where it is washed out? 
A. Contractor will be responsible for any wash out or silt on Walmart property during construction. This will need to be coordinated with Cherokee nations owner’s representative. 
16. Will the entire Construction site need construction fencing? 
                     A. Previous response from Kevin…
                     “Perimeter fencing is not required. If the contractor wishes to perimeter fence the area they can at their cost.  Open ditches or trenches will require fencing to keep people from falling in to them”
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