
Design company:
Designer:

Type Model Inventory# Qty
Antenna CMAX-O-43-

WV53
N/A 25

Cable LC-APC 
Duplex Pigtail

N/A 25

Cable HR1818H4C0
6U8A3150F-
PN

N/A 2

Cable HR1818H4C0
6U8A3100F-
PN

N/A 2

Cable HR1818H4C0
6U8A3070F-
PN

N/A 2

Cable HR1818H4C0
6U8A3080F-
PN

N/A 1

Cable 024E81-
33131-A1

N/A 767.36 feet

Cable ERFC16 N/A 1

Cable PTS1P-
QMHM-1M-P

N/A 25

Cable PTS1P-BTS 
FEEDER-5M-P

N/A 35

Cable HR1818H4C0
6U8A3270F-
PN

N/A 1

Cable HR1818H4C0
6U8A3190F-
PN

N/A 2Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 190 ft
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Corning Fiber, 24f, MIC Riser Armored, SMFe

Corning 1.3 dB Jumper -  Connect HEU - OIU, 
Extender RF Cable 16 in

CommScope PTS1-50-P SureFlex® Jumper with 
interace types 4.3-10 Male and QMA 
Male, 1m

CommScope PTS1-50-P SureFlex® Jumper for BTS, 
Connectors Open, 5m

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 270 ft

Generic Pigtail Duplex LC-APC, 2 fiber, 1m

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 150 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 100 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 70 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 80 ft
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Manufacturer Description
CommScope Cell-Max™ Low PIM Omni In-building 

Antenna, 698–6000 MHz



Type Model Inventory# Qty
Cable HR1818H4C0

6U8A3200F-
PN

N/A 1

Cable HR1818H4C0
6U8A3050F-
PN

N/A 2

Cable HR1818H4C0
6U8A3130F-
PN

N/A 2

Cable HR1818H4C0
6U8A3250F-
PN

N/A 1

Cable HR1818H4C0
6U8A3020F-
PN

N/A 1

Cable HR1818H4C0
6U8A3220F-
PN

N/A 2

Cable HR1818H4C0
6U8A3280F-
PN

N/A 1

Cable HR1818H4C0
6U8A3210F-
PN

N/A 1

Cable HR1818H4C0
6U8A3110F-
PN

N/A 2

Cable HR1818H4C0
6U8A3140F-
PN

N/A 2

Connector LC-APC 
Duplex

N/A 57

Fiber BDA 
Hub

OIM-LC N/A 9
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Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 210 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 110 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 140 ft

Generic Duplex Fiber Optic Connector LC-APC

Corning (ONE) Optical Interface Module

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 130 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 250 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 20 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 220 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 280 ft

Manufacturer Description
Corning Composite cable, 6F/4Cu, 16 AWG, 

with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 200 ft

Corning Composite cable, 6F/4Cu, 16 AWG, 
with Cu connectors, LCAPC-LCAPC, 
Armored indoor plenum, one-sided 
pulling grip, no kit, 50 ft



Type Model Inventory# Qty
Filter RIM-L70 N/A 2
Filter RIM-C85 N/A 2

Filter RIM-P19 N/A 4

Filter RIM-A17 N/A 3
Filter RIM-2500 N/A 1
Filter S1900 (1900 

MHz PCS RF 
Card)

N/A 4

Filter S700 (700 
MHz Upper C 
LTE RF Card)

N/A 1

Filter S2100 (2100 
MHz AWS RF 
Card)

N/A 3

Filter S850 (850 
MHz Cellular 
RF Card)

N/A 2

Filter S700L (700 
MHz Lower 
ABC LTE RF 
Card)

N/A 1

Filter CCH-CP24-B3 N/A 6
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N/A 1

Sym Technology Active SPOI RF Interface Card. 2100 
MHz AWS Block (UL: 1710-1755 MHz 
/ DL: 2110-2155 MHz) - Jumpered for 
up to +38 dBm

Sym Technology Active SPOI RF Interface Card. 850 
MHz Cellular Block (UL: 824-849 MHz 
/ DL: 869-894 MHz) - Jumpered for 
up to +38 dBm

Sym Technology Active SPOI RF Interface Card. 700 
MHz LTE Lower ABC Block (UL: 698-
716 MHz / DL: 728-746 MHz) - 
Jumpered for up to +38 dBm

Corning 24-Fiber CCH Panel LCAPC 
FRONT/BACK

Corning Radio Interface Module for AWS
Corning Radio Interface Module for 2500 MHz
Sym Technology Active SPOI RF Interface Card. 1900 

MHz PCS Block (UL: 1850-1915 MHz / 
DL: 1930-1995 MHz) - Jumpered for 
up to +38 dBm

Sym Technology Active SPOI RF Interface Card. 700 
MHz LTE Upper C Block (UL: 776-787 
MHz / DL: 746-757 MHz) - Jumpered 
for up to +38 dBm

Filter Sym Technology S2600 (2600 
MHz BRS 
TDD RF Card)

Active SPOI TDD RF Interface Card. 
2600 MHz BRS Block. Jumpered for 
up to +38dBm.

!!! The Gain parameter defined 
refers to the RX AMP status. When 
the RX AMP is ON, the Gain should 
be set to 12.5dB, thus the Insertion 
loss in UL (RX) will become 0dB.
Default setting: RX AMP is OFF, Gain 

Manufacturer Description
Corning Radio Interface Module for LTE
Corning Radio Interface Module for CELL 850 

MHz
Corning Radio Interface Module for PCS 1900 

MHz



Type Model Inventory# Qty
Media 
Converter

RXU-2325 N/A 25

Media 
Converter

RAU5XUS N/A 25

Miscellaneo
us

CCH-01U N/A 2

Miscellaneo
us

PWH-02P N/A 3

Miscellaneo
us

SP-MFC N/A 2

Miscellaneo
us

HEU-2-11-2-
A-H

N/A 1

Miscellaneo
us

OIU-2-00-2-A-
A

N/A 1
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Corning Plug & Play, Wall Mount Housing, 
Holds 2  Modules

Sym Technology ASPOI Subrack and Controller 
Module - 19" Rack / 4U Height / -
48VDC Power / FAN / Support up to 
8 RF Cards

Corning (ONE) Head End Unit, 12 RIM input 
Slots, 4 o/p to OIU, Rack Mount,
Both Long and Short cables, AC 
power and loaded with an HCM and 
2 Power Supply Modules.

Corning Optical Inerface Unit (OIU), 2-OIX, 2-
PSM-AC, 1-ACM

Created on 8/23/2019

Manufacturer Description
Corning RxU Expansion Unit to support both 

WCS 2.3 GHz and 2.5 GHz TDD 
bands. Compatible with RAU4, 
RAU5US and RAU5xUS.

Rev. 3
Corning [ONE] Radio Access Unit, ESMR 800/ 

Cell 850/ 700 LTE/ PCS 1900 / 
AWS+AWS3 2100MHz

Corning Closet Connector Housing (CCH), 1 
rack units, holds 2 CCH Connector 
Panels


