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01 MOBILE REFRIGERATOR
02 ICE MAKER W/ TRANSPORT CART
03 BA6 RACK (BY OWNER)
04 BACK-BAR (EXISTING, MODIFY, BY DIV. 06)
05 BACK-BAR (BY DIV. 06)
06 DAIQUIRI DISPENSER (BY OWNER)
07 CASH REGISTER (BY OWNER)
08 BACK-BAR REFRIGERATOR
09 BACK-BAR REFRIGERATOR
10 NUMBER NOT USED
11 BAR (EXISTING, MODIFY, BY DIV. 06)
12 BAR (BY DIV. 06)
13 MODULAR BAR DIE WALL
14 SPEED GUN (BY OWNER)
15 BAR STATION
16 BAR STATION
17 NUMBER NOT USED
18 DISHWASHER W/ BOOSTER HEATER
19 CARBONATOR (BY OWNER)

FOODSERVICE EQUIPMENT SCHEDULE
NO. DESCRIPTION

2'-0" 6'-0"

4'-0" 8'-0"0

SPECIAL CONDITIONS PLAN
FOODSERVICE EQUIPMENT2ARRANGEMENT PLAN

FOODSERVICE EQUIPMENT1

SPECIAL CONDITIONS NOTES

1. DIMENSIONS ARE SHOWN FOR THE PURPOSES OF DESIGN AND BIDDING ONLY.
FOODSERVICE EQUIPMENT CONTRACTOR MUST COORDINATE & VERIFY ALL
DIMENSIONS WITH FOODSERVICE EQUIPMENT SHOP DRAWINGS &
MANUFACTURER'S DATA.

2. GENERAL CONTRACTOR TO FURNISH & INSTALL 16 GA. STEEL BACKING IN
WALL FOR MOUNTING OF EQUIPMENT FURNISHED BY SECTION 11400 /
114000. SECTION 11400 / 114000 TO PROVIDE EXACT DIMENSIONED
LOCATIONS.

3. GENERAL CONTRACTOR TO SEAL PENETRATIONS AT SLEEVES, STUB-UPS &
STUB-DOWNS AFTER BEVERAGE, REFRIGERANT, PLUMBING OR  ELECTRICAL
LINES ARE INSTALLED.
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PLUMBING CONNECTION PLAN
FOODSERVICE EQUIPMENT1

HEIGHT IS TO CENTER LINE OF PIPE.

PLUMBING CONNECTIONS SCHEDULE
NO. SIZE LOCATION A.F.F. SERVICE TO REMARKS

P01 FD --- FLOOR 0" --- AREA DRAIN
P02 FD --- FLOOR 0" --- DIV. 22 IS TO EXTEND EQUIPMENT INDIRECT

DRAIN TO FD.
P03 FS 12" SQ. FLOOR 0" --- DIV. 22 IS TO EXTEND EQUIPMENT INDIRECT

DRAIN TO FS. FURNISH WITH 3/4 GRATE.
P04 TD --- FLOOR 0" --- DIV. 22 TO FURNISH & INSTALL TD - 2" DRAIN

CONNECTION.
P05 IW --- EQUIPMENT --- --- DIV. 22 TO FURNISH & INSTALL LINE.
P06 CW 1/2" WALL 48" FAUCET CAP FOR FUTURE USE.
P07 CWS 1/2" WALL 88" ICE MAKER BTC - CHILLER WATER DEMAND IS 95.0 GAL.

PER 100.0 LBS OF PRODUCTION (1360.0 LBS
PER 24 HRS.). WATER PRESSURE: 20.0 PSI.
FLOW RATE: 4.0 GPM.

P08 CWR 1/2" WALL 88" ICE MAKER BTC - THERMAL HEAT REJECTION:
21,100 BTUs/HR.
MINIMUM PRESSURE DROP: 10.0 PSIG.

P09 CW 1/2" WALL 96" ICE MAKER BTC - SECTION 114000 TO FURNISH & INSTALL
WATER FILTER. DIV. 22 TO CONNECT LINES
FROM ROUGH-IN TO FILTER & FROM FILTER TO
ICE MAKER. LINES TO BE HELD TIGHT TO WALL.

P10 IW --- ICE MAKER --- FD DIV. 22 TO INSTALL LINE. DO NOT MANIFOLD
LINE WITH ANY OTHER LINE.

P11 IW --- ICE MAKER BIN --- FD DIV. 22 TO INSTALL LINE. DO NOT MANIFOLD
LINE WITH ANY OTHER LINE..

P12 CW 1/2" WALL 72" CARBONATOR BTC - DIV. 22 TO PROVIDE & INSTALL ASSE
1012 OR EQUIVALENT BACKFLOW PREVENTER
(BFP) IN WATER LINE TO CARBONATOR. NO
BRASS OR COPPER DOWNSTREAM OF BFP.

P13 FS 12" SQ. FLOOR 0" DISHWASHER & EQUIPMENT DIV. 22 EXTEND & INDIRECT CONNECT
DISHWASHER DR. & EQUIPMENT TO FLOOR
SINK. PROVIDE 3/4 FS.

P14 HW (140°) 1/2" BAR DIE 8" DISHWASHER BTC - 38.0 GPH @ 25.0 - 95.0 PSI.
P15 CW 1/2" BAR DIE 9" DRAIN WATER TEMPERING DEVICE BTC.
P16 H & CW 1/2" BAR DIE 12" FAUCET BTC.
P17 CW 1/2" BAR DIE 8" CARBONATOR BTC - DIV. 22 TO PROVIDE & INSTALL ASSE

1012 OR EQUIVALENT BACKFLOW PREVENTER
(BFP) IN WATER LINE TO CARBONATOR. NO 
BRASS OR COPPER DOWNSTREAM OF BFP.
NO SOFTENED WATER TO CARBONATOR.

P18 CWS 1/2" WALL 48" DAIQUIRI MAKER BTC - MIN WATER PRESSURE: 50.0 PSI.
MAX. WATER PRESSURE: 230.0PSI - VERIFY,
OWNER FURNISHED EQUIPMENT.

P19 CWR 1/2" WALL 48" DAIQUIRI MAKER BTC - VERIFY, OWNER FURNISHED EQUIPMENT.

CONN.

PLUMBING/MECHANICAL NOTES

1. DIMENSIONS INDICATED ARE TO BE VERIFIED BY FOODSERVICE CONTRACTOR
& ADJUSTED AS REQUIRED BY FOODSERVICE EQUIPMENT OR FIELD
CONDITIONS.

2. VENTILATE REFRIGERATION MACHINERY ROOMS TO PROVIDE MAXIMUM OF
95°F AMBIENT TEMPERATURE.

3. DUCTS OF MULTIPLE EXHAUST HOODS WITH COMMON CONTROL PANEL MUST
BE INTEGRATED FOR USE WITH A SINGLE FAN.

4. EXHAUST DUCTS & FANS CONNECTED TO EXHAUST HOODS SHALL NOT SERVE
ANY OTHER APPLIANCE OR AREA.

THESE PLANS ARE NOT TO BE USED FOR ROUGHING-IN OF UTILITY
SERVICES. REFER TO CONTRACTOR'S DIMENSIONED DRAWINGS.

5. FIELD INSTALLATION OF FITTINGS & ACCESSORIES PROVIDED LOOSE WITH
THE FOODSERVICE EQUIPMENT.

6. SERVICE SINKS, DRINKING FOUNTAINS & LAVATORIES.

7. PVC OR STEEL CONDUITS FOR BEVERAGE SYSTEM AND / OR CENTRAL
DETERGENT SYSTEMS TO BE WATERTIGHT & HAVE A MINIMUM RADIUS OF 24"
LONG SWEEP ELBOWS.

8. WATER & GREASE-PROOF EXHAUST DUCTS FROM VENT CONNECTIONS OF
DISHWASHERS, UTENSIL WASHERS & EXHAUST HOODS.

9. FLUSHING-OUT OF ALL PIPING AND DRAINAGE SYSTEMS PRIOR TO
CONNECTION TO FOODSERVICE EQUIPMENT.

10. PIPE SLEEVES IN STRUCTURE FOR REFRIGERANT LINES, ETC., LOCATED BY
CONTRACTOR'S SHOP DRAWINGS.

DIV. 22 TO PERFORM THE FOLLOWING WORK. REFER TO DIVISION 22 DRAWINGS
AND / OR SPECIFICATIONS FOR ADDITIONAL INFORMATION:

SUPPLY VENT CONNECTION

DROP FROM ABOVEDFA

BRANCH TO CONNECTIONBTC

AFF ABOVE FINISHED FLOOR

FLR DIRECT CONNECTED FLUE RISER

SVC

EXHAUST VENT CONNECTIONEVC

FLOOR SINKFS

FUNNEL FLOOR DRAINFFD

FLOOR DRAINFD

INDIRECT WASTE (EXTEND TO FD)

DRAIN

GAS SUPPLY

COLD WATER

HOT WATER

IW

DR

G

HW

CW

H

C

TRENCH DRAINTD

PLUMBING &
MECHANICAL SYMBOLS

CHILLED WATER SUPPLYCWSCs

CHILLED WATER RETURNCWRCr

G

BEVERAGE LINE RUN NOTES

1. BEVERAGE LINE RUNS SHOWN ON THE FOODSERVICE DRAWINGS ARE
DIAGRAMMATIC & SHOW THE APPROXIMATED RUN PATH, LENGTH &
LOCATION OF PULL SLEEVES & BOXES.

2. VERIFY ALL DUCT SIZES INTERIOR DIAMETER (I.D.) WITH BEVERAGE
SYSTEM SUPPLIER.

3. LINE RUNS ARE TO BE STRAIGHT WITH THE NUMBER OF TURNS MINIMIZED.

4. DIAGRAMMATIC LINE RUNS INDICATED ON THE DRAWINGS ARE TO BE FIELD
VERIFIED & COORDINATED WITH BUILDING CONSTRUCTION & JOBSITE
CONDITIONS.

5. CARBONATION LINE(S) ARE "BY OWNER." CARBONATION LINE RUNS ARE
NOT INCLUDED WITH THESE DOCUMENTS, RUN PATH, LOCATION &
REQUIREMENTS SHOULD BE VERIFIED WITH THE CO2 SUPPLIER.

HEIGHT GIVEN IS TO BOTTOM OF ELECTRICAL BOX

ELECTRIC CONNECTIONS SCHEDULE
NO. SERVICE TO VOLTS REMARKSCONN. PHASE RATING A.F.F.LOCATION

E01 DR CONVENIENCE 120 1 16.0A WALL 48" RATING ASSUMES 20.0A OUTLET.
E02 SR REFRIGERATOR 120 1 1/2HP WALL 88"
E03 JB ICE MAKER 208 3 6.1A WALL 98" BTC - MAXIMUM FUSE SIZE 20.0A.
E04 DR CARBONATOR 120 1 5.0A WALL 72" VERIFY, OWNER FURNISHED EQUIPMENT.
E05 DR CARBONATOR 120 1 5.0A BAR DIE 8" MOUNT RECEPTACLE HORIZONTALLY.  VERIFY,

OWNER FURNISHED EQUIPMENT.
E06 DR CONVENIENCE 120 1 16.0A BAR DIE 38" RATING ASSUMES 20.0A OUTLET. MOUNT

RECEPTACLE HORIZONTALLY.
E07 JB DATA CABLE --- -- --- BAR DIE 38" DIV. 16/26 TO RUN EMPTY 1" CONDUIT FROM JB TO

OWNER DETERMINED LOCATION. DATA LINES RUN
BY OWNER.

E08 SR CASH REGISTER 120 1 12.0A BAR DIE 38" DEDICATED CIRCUIT - EARTH GROUND. MOUNT
RECEPTACLE HORIZONTALLY.

E09 DR SPEED GUN 120 1 5.0A BAR DIE 38" DIV. 16/26 TO FURNISH & INSTALL RECEPTACLE
UNDER BAR TOP. BAR BY DIV. 06. MOUNT
RECEPTACLE HORIZONTALLY.

E10 JB DISHWASHER 208 3 1.0HP, BAR DIE 12" BTC - MINIMUM SUPPLY CIRCUIT AMPACITY 30.0A
2.0KW,&

6.0KW
E11 JB UNDERBAR LIGHTS 120 1 900W BAR DIE 38" BTC.
E12 SR BACK-BAR REFRIGERATOR 120 1 3.5A WALL 12" 15.0A DEDICATED CIRCUIT.
E13 SR DAIQUIRI MAKER 120 1 1.4KW WALL 48" VERIFY, OWNER FURNISHED EQUIPMENT.

DROP FROM ABOVEDFA

BRANCH TO CONNECTIONBTC

AFF ABOVE FINISHED FLOOR

FLUSH FLOOR RECEPTACLEFR

JUNCTION BOX IN WALLJB

CONDUIT STUP-UP or STUB-DOWNCSO

DROP CORD RECEPTACLE DCR

CONDUIT STUB - BTC AT RECEPTACLE 

WEATHERPROOF RECEPTACLE

DUPLEX RECEPTACLE

SR

SR

CSR

DR

WPR

JUNCTION BOX MOUNTED ON PEDESTALJBP

ELECTRICAL SYMBOLS

D

J

WP

J

1 PHASE SINGLE PURPOSE RECEPTACLE

3 PHASE SINGLE PURPOSE RECEPTACLE

FURNISHED WITH EQUIPMENT. 

CONDUIT STUP-OUTCS

J JUNCTION BOX MOUNTED IN CEILING JB

WALL SWITCHSW

WEATHERPROOF SINGLE SERVICE 
WPS

RECEPTACLE
WPS

DUPLEX RECEPT. MOUNTED ON PEDESTALPMR

WEATHERPROOF RECEPTACLE MOUNTED 
WPS

ON PEDESTAL BASE
PMWP

ELECTRICAL NOTES

1. VERIFY ALL ELECTRICAL CHARACTERISTICS WITH ARCHITECT'S ENGINEERING
DRAWINGS.

2. DIMENSIONS INDICATED ARE TO BE VERIFIED BY THE FOODSERVICE
CONTRACTOR & ADJUSTED AS REQUIRED BY THE FOODSERVICE EQUIPMENT
AND / OR FIELD CONDITIONS.

3. REFER TO ARCHITECT'S DRAWINGS FOR CLOCKS, STAFF TIME-CLOCKS &
COMMUNICATION SYSTEMS IN FOODSERVICE AREAS.

4. FIELD INSTALLATION OF FITTINGS & ACCESSORIES PROVIDED LOOSE WITH
THE FOODSERVICE EQUIPMENT.

5. ALL RECEPTACLES TO BE GFI PER CODES.

6. CONDUIT & WIRING BETWEEN THE WALK-IN COOLER & FREEZER
CONDENSING UNITS & THE EVAPORATORS FOR CONTROLS, FAN MOTORS &
DEFROST HEATING ELEMENTS.

7. CONDUIT & WIRING FROM EXHAUST HOODS FIRE EXTINGUISHING CYLINDER
SWITCH TO EXHAUST HOOD DETECTORS, COOKING EQUIPMENT FUEL SHUT
OFF DEVICES & ALARM.

8. CONTACTOR OR SHUNT-TRIP BREAKER FOR FUEL SHUT-OFF TO ALL
ELECTRICALLY HEATED COOKING EQUIPMENT INDICATED ON DRAWINGS.
FUEL SHUT-OFF DEVICE SHALL BE ACTUATED BY FIRE EXTINGUISHING
SYSTEM DETECTOR LOCATED IN EXHAUST HOOD.

9. CONDUIT & WIRING FROM DISPOSER CONTROL TO TIME-DELAY RELAY,
MAGNETIC STARTER, MOTOR & SOLENOID VALVE LOCATED BELOW
COUNTER TOP OR DISHTABLE.

10. WALL SWITCHES FOR LIGHT FIXTURES IN EXHAUST HOODS.

THESE PLANS ARE NOT TO BE USED FOR ROUGHING-IN OF UTILITY
SERVICES. REFER TO CONTRACTOR'S DIMENSIONED DRAWINGS.

DIV. 16 / 26 TO PERFORM THE FOLLOWING WORK. REFER TO DIVISION 16 / 26
DRAWINGS AND / OR SPECIFICATIONS FOR ADDITIONAL INFORMATION:

ELECTRICAL CONNECTION PLAN
FOODSERVICE EQUIPMENT2
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