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CHIMNEY NOT PICTURED (REMNANTS ON
OPPOSITE ELEVATION). RECONSTRUCT NON-
FUNCTIONING CHIMNEY ON WEST ELEVATION.

ARCHITECTURAL CEDAR SHAKE
ON DOUBLE HIP ENGINEERED
ROOF FRAMING SYSTEM

“FIELD” STONE
(DARKER BROWN)

CHISELED CORNERS SHALL BE
CATALOGED, REMOVED, AND RE-
ASSEMBLED IN THEIR ORIGINAL
LOCATION.

SINGLE HUNG
WOOD CLAD
WINDOWS TYPICAL W
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LIGHTER COLORED e

STONE AT BOTTOM
OF WALL SIMILAR TO
ACCENT BAND

HISTORICAL PHOTO

EXISTING WELL
, , TO REMAIN AND
ADDRESSED BY OWNER

' EXISTING STONE BUILDING RUINS '
CLEAR AND REMOVE ALL OVERGROWTH AND DEBRIS AND AT
INTERIOR AND AROUND EXTERIOR
' DECONSTRUCT EXISTING STONE WALLS, ALL STONE TO BE '
SALVAGED FOR REUSE, ACCENT STONES, LEDGES, AND CAP
STONES SHALL BE REUSED IN NEW CONSTRUCTION

34!_0"

| |
@ 3 - . x K 7 * ¥ b, EXISTING a _ - it a : ) E % 2 @

STEP STONES
! TO SALVAGE ;

23:_4"

5 EXISTING FLOOR PLA

PROPOSED BUILDING

10!_5"

10!_5"

*

-~

e - I e — . — — T — e e e e ey

___

10'-6"

2!_6"

3/A201

2!_2"

3"8“

2|_2ll

2|_6I|

10'-6"

1-0" SALV. STON

STEEL MATS OVER

€—— SALV. STONE BASE P\T CHIMNEY
|
|
|
|
|

|__— NEW PAINTED DOUBLE:HUNG WOOD WINDOW
|

le—— PLASTER AT SILL, JAME}S, & HEAD
|

NEW 4" CONC. FLOOR SLAB
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4" CLEAN GRUSHED STONE
OVER PREPARED AND

COMPACTED SUBGRADE PER
GEOTECHNICAL REPORT

SAW CUT CONTROL JOINT

NEW PAINTED GLAZED WOOD
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